KONNEKTORLER

CONNECTORS

SC SIMPLEX SM

ST SIMPLEX SM

LC SIMPLEX SM

MU SIMPLEX SM

KONNEKTOR FIBER TIPI

MTRJ MM

SC SIMPLEX MM

FC SIMPLEX SM

E2000 SIMPLEX SM

BOOT

FC MM
SC SM

SC/DX SMIAPC
ST

LC
LC/DX
MT-RJ
MU/DX

MU
E2000
E2/DX

DIN
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3=3mm
2=2mm
9= 900 micron

Intermateability

Optically and mechanically compatible with all equivalent
connectors.

Compliant with IEC 61754-13

Optical Performance

Singlemode

Insertion Loss: Max. 0.3 dB Typical 0.2 dB

Return Loss: UPC>50 dB Typical 55 dB
APC>60 dB Typical 65 dB

Multimode

Insertion Loss: Max. 0.3 dB Typical 0.1 dB

(IEC 874-1 method)

Mechanical

Capillary diameter tolerance: SM = 126 +/- 0.5 micron
MM = 127 =/- 0.5 micron

Ferrule Diameter: 2.5 mm +/- 0.001

Tensile Strength Cable Retention: > 50 N
(2mm & 3mm boot versions only)

Vibration (Mated Pair):
(IEC 61300-2-1) 10-55 Hz, 1.5mm P to P = 0.3 dB change

Mating Durability:
(IEC 61300-2-2) 1000 mating cycles, Clean every 25
less than 0.2 dB change

High Temperature:
(IEC 61300-2-18) 75 'C for 96 hours = 0.2 dB change

Damp heat:
(IEC 61300-2-19) 60 'C at 95% RH, for 96 hours = 0.2 dB change

Temperature Cycling:
(IEC 61300-2-48) -40 to +75 'C, 40 cycles = 0.2. dB change

Operating Temperature:
-40'Cto+85'C
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Intermateabılıty 

Optically and mechanically compatible with all equivalent connectors. 

Compliant with IEC 61754-13
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Optical Performance 

Singlemode

Insertion Loss:  						Max. 0.3 dB				  Typical 0.2 dB

Return Loss: 							 UPC>50 dB				  Typical 55 dB
															 APC>60 dB				  Typical 65 dB


Multimode

Insertion Loss:							Max. 0.3 dB             Typical 0.1 dB
(IEC 874-1 method)
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Mechanical

Capillary diameter tolerance: SM = 126 +/- 0.5 micron
															      MM = 127 =/- 0.5 micron

Ferrule Diameter:                   2.5 mm +/- 0.001
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Tensile Strength Cable Retention: > 50 N
(2mm & 3mm boot versions only)



Aytaç Örnek
TextBox
Vibration (Mated Pair): 
(IEC 61300-2-1) 10-55 Hz, 1.5mm P to P = 0.3 dB change

Mating Durability:
(IEC 61300-2-2) 1000 mating cycles, Clean every 25
less than 0.2 dB change

High Temperature:
(IEC 61300-2-18)  75 'C for 96 hours = 0.2 dB change

Damp heat:
(IEC 61300-2-19) 60 'C at 95% RH, for 96 hours = 0.2 dB change

Temperature Cycling:
(IEC 61300-2-48) -40 to +75 'C, 40 cycles = 0.2. dB change

Operating Temperature:
-40 'C to +85 'C
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ST SIMPLEX SM
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MU SIMPLEX SM
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E2000 SIMPLEX SM
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